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Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 4 PCS power LEDs

IR-Distance: 30M IR Distance

Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 36 PCS LEDs

IR-Distance: 30M IR Distance

Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 36 PCS LEDs

IR-Distance: 30M IR Distance

Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 36 PCS LEDs

IR-Distance: 30M IR Distance

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

PS - B220F

PS - B221F

PS - B222F

PS - B223F
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Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 36 PCS LEDs

IR-Distance: 30M IR Distance

Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 36 PCS LEDs

IR-Distance: 30M IR Distance

Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 4 PCS POWER LEDs

IR-Distance: 40M IR Distance

Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 36 PCS LEDs

IR-Distance: 30M IR Distance

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

PS - B224F

PS - B229F

PS - B262F
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Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 36 PCS LEDs

IR-Distance: 30M IR Distance

Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 48 PCS LEDs

IR-Distance: 40M IR Distance

Image Sensor: 2.0MP - 1080P
Lens: 2.8 - 12mm Varifocal Lens
IR-LED: 48 PCS LEDs

IR-Distance: 40M IR Distance

Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 36 PCS LEDs

IR-Distance: 30M IR Distance

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

PS - B264F

PS - B265F

PS - B267VF

PS - B270F
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Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 48 PCS LEDs

IR-Distance: 40M IR Distance

Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 48 PCS LEDs

IR-Distance: 40M IR Distance

Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 36 PCS LEDs

IR-Distance: 30M IR Distance

Image Sensor: 2.0MP - 1080P
Lens: 2.8 - 12mm Varifocal Lens
IR-LED: 48 PCS LEDs

IR-Distance: 40M IR Distance

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

PS - B282F

PS - B284F

PS - B292F

PS - B296VF
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Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 24 PCS SMD LEDs

IR-Distance: 40M IR Distance

Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 36 PCS LEDs

IR-Distance: 30M IR Distance

Image Sensor: 2.0MP - 1080P
Lens: 3.6mm Fix Lens
IR-LED: 42 PCS LEDs

IR-Distance: 40M IR Distance

Image Sensor: 2.0MP - 1080P
Lens: 2.8 - 12mm Varifocal Lens
IR-LED: 42 PCS power LEDs

IR-Distance: 40M IR Distance

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

PS - B307F

PS - D236F

PS - D238F

PS - D251VF
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image Sensor: 5.0MP
Lens: 3.6mm Fix Lens
IR-LED: 36 PCS LEDs

IR-Distance: 30M IR Distance

Image Sensor: 5.0MP
335 SONY IMX

Lens: 3.6 Fix Lens
IR-LED: 4 PCS Power LEDs

IR-Distance: 40M IR Distance

Image Sensor: 5.0MP
335 Sony IMX

Lens: 3.6mm Fix Lens
IR-LED: 36 PCS LEDs

IR-Distance: 30M IR Distance

Image Sensor: 5.0MP
335 SONY IMX

Lens: 3.6 Fix Lens
IR-LED: 36 PCS LEDs

IR-Distance: 30M IR Distance

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

Water Resistance: IP66
Body Material: Metal Case
Other Function: D-WDR-3D-DNR-UTC Menu

4 in 1(AHD-TVI-CVI-CVBS)

PS - B520F

PS - B521F

PS - B522F

PS - DS31F



PRAXIS
NS ECURITY

£
©

v
<
"

4 Channel Input

5in 1 (IP/AHD/TVI/CVI/Analoge)
Up to 2MP Support

4 Audio Input Support
HDMI/VGA Video Output

8 Channel Input

5in 1 (IP/AHD/TVI/CVI/Analoge)
Up to 2MP Support

4 Audio Input Support
HDMI/VGA Video Output

16 Channel Input

5in 1 (IP/AHD/TVI/CVI/Analoge)
Up to 2MP Support

4 Audio Input Support
HDMI/VGA Video Ouiput

4 Channel Input

5in 1 (IP/AHD/TVI/CVI/Analoge)
Up to SMP Support

1 Audio Input Support
HDMI/VGA Video Output

4 CH Preiview & Playback
Support 1 HDD up to 4TB

USB 2.0

Free P2P Support XM Software

8 CH Preiview & Playback
Support 1 HDD up to 4TB

USB 2.0

Free P2P Support XM Software

16 CH Preiview & Playback
Support 2 HDD up to 4TB

USB 2.0

Free P2P Support XM Software

4 CH Preiview & Playback
Support 1 HDD up to 4TB

USB 2.0

Free P2P Support XM Software

PS - 8204H

PS - 8208H

PS - 8216H

PS - 8504H
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8 Channel Input

5in 1 (IP/AHD/TVI/CVI/Analoge)
Up to SMP Support

1 Audio Input Support
HDMI/VGA Video Output

16 Channel Input

5in 1 (IP/AHD/TVI/CVI/Analoge)
Up to SMP Support

1 Audio Input Support
HDMI/VGA Video Output

8 CH Preiview & Playback
Support 1 HDD up to 4TB

USB 2.0

Free P2P Support XM Software

16 CH Preiview & Playback
Support 2 HDD up to 4TB

USB 2.0

Free P2P Support XM Software

PS - 8508H

PS - 8516H



